
Approx. 230 g/m
2
 with Latex, UV & Eco-solvent coated paper

Approx. 0.35mm thick

Textured surface 

100% non-toxic

Can be installed on surface directly with invisible glue

Ideal for creating customised interior design

Highest brilliance, photorealistic print quality, quick drying time

Scratch resistant (depends on inks)

Fire Retardency according to certificate B 1 standard

Carrier Material Paper with embossed coating
Thickness (mm) 0.35 mm
Weight (g/sqm) 230g/sqm
Gloss Level (85°) 0,70士0,15
Whiteness (lab) 89.30%
Opacity ≥92
Tensile Strength (N/1.5cm) MD:≥38 / CD: ≥37
Elongation at Break (%) MD: ≥2,6 / CD: ≥2,4
Stiffness Md (mN) 20° -15mm MD 130士40 / CD: ≥125士20
Storage Conditions Original boxed at 5-40°C / RH:30%-90%
Material Durability (months) 12-18 months
Fire retardancy treatement B1 test certificate

Standard: 1.07m/1.37m * 50m· 
Compatible: HP Latex, Epson, Mimaki, Roland, Mutoh, Vutek, DGI and other brand inkjet printers.
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Digital Inkjet Printing Wallpaper 

3D Stipple Embossed Off-White

Graphic Solutions Digital cc


